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replaceable parts

model g2904
3⁄4 hp electric motor

instruction sheet

model g2904 specifications
power ......................................................... 3⁄4 hp
Cycle ............................................................60hz
Voltage .............................................. 110V/220V
prewired ......................................................110V
amps ................................................... 9.6a/4.8a
rpM ............................................................. 3450
phase ........................................................ single
Class ..................................................................e
start Capacitor ........................200MFd 125VaC
 dimensions .............................. 13⁄8"d x 23⁄8"L
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REF PART # DESCRIPTION
1 P2904001 S CAPACITOR  COVER
2 PC200I S CAPACITOR 200M 125V 1-3/8 X 2-3/8
3 P2904003 WIRING COVER PLATE
4 PCS007 CENTRIFUGAL SWITCH 1/2-3450
5 PCP001 CONTACT PLATE
6 P6202ZZ BALL BEARING 6202ZZ
7 P6203ZZ BALL BEARING 6203ZZ
8 PK15 KEY 3/16 X 3/16 X 1-1/4

electrocution or fire could 
result if this motor is not 
grounded correctly or if 
your wire connections do 
not comply with local and 
state codes. ensure com-
pliance by checking with a 
qualified electrician!

disconnect power when 
replacing motor. failure 
to do this may result in 
serious personal injury.

making Wire connections
if you are unsure how to attach wires to termi-
nals, do not continue. Contact an electrician 
for assistance. Connecting wires improperly may 
cause them to come loose or contact other wires, 
which can cause electrocution, fire, or a short.
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g2904 Wiring diagram

View this page in color at 
www.grizzly.com.
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To reverse motor direction, 
switch wires #5 & #6.

110V MOTOR DIRECTION
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The motor wiring shown here is 
current at the time of printing, but it 
may not match your machine. 
Always use the wiring diagram 
inside the motor junction box.


